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Tank Detail 
 A 6mm gap is left between the bottom of the board and
 the level of the �oor, this is �lled with a high modulus
 water resistant �exible adhesive (�gure vi.) Boards can 
 then be tanked. This practice is recommended around
 shower trays and in wet rooms.  

Prepartion for Tiling
 

Board Jointing & Taping 
 Joints should be embedded with a �exible tile adhesive
 and 50mm alkaline resistant tape to provide extra strength
 (�gure vii.)

 

Priming  
  Boards should be sealed on receiving face and all edges with
  an acrylic primer.  

 

Tiling  
  Apply tile adhesive in accordance with the manufacturers
  guidelines. 

 

Paint / Wallpaper 
 Boards can be painted with emulsion or oil based paints. 
 Advice from coatings manufacturers regarding surface
 preparation, sealing and �nish coat should be adhered 
 to (�gure ix.)

 
Fixtures & Fittings 

 When attaching heavy objects all �xings should be made 
 directly into studs or into a nogging �xed �rmly between
 the studs. 

 

Resistant recommend using Multi-pro
Tile Backer Board throughout the 
bathroom, not only in shower/wet areas.
This will help with the continuing battle
against mould and mildew and help to
extend the longevity of your bathroom.  
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Timber Stud

Wood Screw
Stainless Steel

Self tapping 
Countersunk Head

Metal Stud

Case Hardened
Stainless Steel

Self tapping 
Countersunk Head

15mm

20mm


